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REMOTE LED DRIVER OPTIONS
(TO BE ORDERED SEPARATELY)

12" x 8" x 4"
(305 x 203 x 102mm)100 30ft(9m)

Watts Rated

Indoor

Dimming protocol Dimensions Max distance
18AWG

DALI / DMX120V

14" x 5" x 3"
(356 x 127 x 76mm)100 30ft(9m)Outdoor

4549-0024-100-UNV-LDMX/DA

4449-0024-100-UNV-LDMX/DA

DALI / DMX120-277V

Voltage

* Wattage requirement for one (1) fixture: 2.7W/ft or 2.8W/ft, 24V (remote fixture only).
**For longer remote distance, contact customer service.

Remote 
Power Supply

Total in line max 64W - 23' (7004mm) on one feed
(100W max)

120 / 277V

DMX
 DALI 

( + / R- / G- / B- )
MAX 4A

Max 30' (9m) distance
18AWG cable

(100W max)
Remote 

Power Supply

120 / 277V Total in line max 64W - 23' (7004mm) on one feed

DMX
 DALI 

+ (BLUE / WHITE )
- BLACK (C)

- BROWN (W)
MAX 4A

Max 30' (9m) distance
18AWG cable

4543 - Wet location connection box
 For cable Ø 3/16'' to 7/16'' (4mm to 11mm)

ACCESSORY
(TO BE ORDERED SEPARATELY)

SUGGESTED RGB WIRING DIAGRAM

LED DRIVER CODE: 4449-0024-100-UNV-LDMX/DA

Wmax for in line: 64W - 23' (7004mm) 
Wmax for driver box: 100W

LED DRIVER CODE: 4449-0024-100-UNV-LDMX/DA

Wmax for in line: 64W - 23' (7004mm) 
Wmax for driver box: 100W

SUGGESTED TUNABLE WHITE WIRING DIAGRAM


	TYPE: 
	PROJECT NAME: 
	acc: Off
	model: Off
	mounting: Off
	feed: Off
	RESET: 
	MODEL: 
	LENGTH: 
	MOUNTING: 
	FEED: 
	DIMMING: Off
	COMPOSITION: []


