
TOP VIEW

GLASS DIFFUSER

EXTRUDED ALUMINUM FRAME STAINLESS STEEL FASTENERS 
AND ANCHOR POINTS 

POWER SUPPLY
(X2, TYP.)

DIE-CAST ALUMINUM 
END CAP

14 X 1W WHITE LED
(SEE MODEL OPTIONS)

FRONT VIEW

25-1/8”
(638mm)

3"
(76mm)

3"
(75mm)

IP 66 IK 05

ACCESORIES (TO BE ORDERED SEPARATELY)

I.5576 
15 - GREY

I.5577

15 - GREY

EXTENDABLE ARM

ADJUSTABLE ARMS 

EXTEND FROM 12-3/16" TO 15-5/16"
AND TURN THROUGH +/-  90

I.5578 (11-5/8"L)
15 - GREY

BALUSTRADE BRACKETS

I.5588  WITHOUT POWER SUPPLY

SUSPENSION CABLE (6'-6-3/4"L)

I.5589  W/ POWER SUPPLY

I.5590  WITHOUT POWER SUPPLY

SUSPENSION ROD (1'-10-1/4"L)

I.5591  W/ POWER SUPPLY

15 - GREY

I.5570 

PLATE FOR SUPPORT OR
CEILING INSTALLATION

I.BB70 - 14 X 1W NEUTRAL WHITE, 4200K, FLOOD OPTIC

I.B748 - 14 X 1W WARM WHITE, 3100K, FLOOD OPTIC

MODEL

LINEALUCE
SURFACE MOUNTED LED

5455 de Gaspé
suite 100, Montréal (Québec)
Canada H2T 3B3
P.: 514.523.1339   F.: 514.525.6107

VV - R2

SPECIFICATION SHEET

PROJECT NAME: 

LAMPING:
LINEALUCE
SURFACE MOUNTED LED

LAST UPDATE : AUGUST 31, 2011

LINEALUCE Led flood light can be surface mounted or 
pendant. Long lasting Leds make the lamp ideal areas that 
are difficult of access. Nickel-plated brass cable clamp PG11 
for single entry of power supply cable. IP 66.

#I.B       -120- 15 
FINISHMODEL

TYPE: QTY:

14 X 1W WHITE LED, FLOOD OPTIC, 
(SEE MODEL OPTIONS)

15 - GREY

METAL FINISH


