


















iPRO WALL
 LED

JP - R1 Last update: February 04, 2020

Project : 
Type: SPECIFICATION SHEET

Page: 10 of 10

Due to continuous improvements, the information herein may be changed without notice
9320 Boul. St-Laurent, suite 100, Montréal (Québec) Canada H2N 1N7, P.: 514.523.1339   F.: 514.525.6107  www.iguzzini.com/us/

WIRING DIAGRAMS

*Multiple luminaires must be connected in series 
(home run or fixture chain)

REMOTE POWER SUPPLY OPTION
(TO BE ORDERED SEPARATELY)

* Wattage requirement for one (1) fixture (Remote fixture only).
**Calculated for 16AWG cable. Contact factory for longer remote distance.

1-6

1-9

WF OPTIC
3.5W*

Min-Max Units

LB OPTIC
4.5W*

1-9

1-6

ONLY FOR  IPRO MICRO  :
  I.PRO-CM-W-xxx-xx-xxx-xx-xxx

* Wattage requirement for one (1) fixture (Remote fixture only).
**Calculated for 16AWG cable. Contact factory for longer remote distance.

Outdoor Down to
±1%

8" x 8" x 4"
(203 x 203 x 102mm)30 120-277V 118ft(36m)0-10V

ELDOLED ECOdrive

1-4

Down to
±1%

8"x 8"x 4"
(203 X 203X 102mm)30 120-277V 118ft(36m)Indoor

0-10V
ELDOLED ECOdrive

Dimming
rangeWatts Rated Dimming protocol Dimension Max

distance**

Min-Max Units

Voltage LB WF WB

1-9 1-6

ONLY FOR  IPRO MICRO DOUBLE  :
  I.PRO-CD-W-xxx-xx-xxx-xx-xxx

4450-0500-027-UNV-ED10

4450-1050-030-UNV-ED10

4549-1050-030-UNV-ED10

4549-0500-027-UNV-ED10

4450-0500-027-UNV-ED10

4549-0500-027-UNV-ED10

Down to
±1%

8"x 8"x 4"
(203 X 203X 102mm)30 120-277V 118ft(36m)Indoor

Outdoor

Outdoor

0-10V
ELDOLED ECOdrive

Down to
±1%

8" x 8" x 4"
(203 x 203 x 102mm)30 120-277V 118ft(36m)0-10V

ELDOLED ECOdrive

Down to
±1%

8" x 8" x 4"
(203 x 203 x 102mm)30 120-277V 118ft(36m)0-10V

ELDOLED ECOdrive

Down to
±1%

8"x 8"x 4"
(203 X 203X 102mm)30 120-277V 118ft(36m)Indoor 0-10V

ELDOLED ECOdrive

Dimming
rangeWatts Rated Dimming protocol Dimension Max

distance**Voltage
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