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REMOTE LED DRIVER OPTIONS
(TO BE ORDERED SEPARATELY)

Down to
±1%

5" x 4" x 3"
(127 x 102 x 76mm)14 30ft(9m)

Dimming
rangeWatts Rated

Indoor

Indoor

Indoor

Indoor

Indoor

Indoor

Indoor

Indoor

Dimming protocol Dimensions Max
distance**

4450-0700-012-120-LTE

4443-0700-014-UNV-D2
Lutron Hi Lume® 1% EcoSystem™

(Soft-on, Fade to Black)

ILB15
31.5W*

Min-max units

Down to
±1%

5" x 4" x 3"
(127 x 102 x 76mm)25 30ft(9m)

4443-0700-025-UNV-D2
Lutron Hi Lume® 1% EcoSystem™

(Soft-on, Fade to Black)

Down to
±15%

6" x 4" x 3"
(152 x 102 x 76mm)

1

ILB05
10.5W*

ILB10
21W*

1

1

1

1

1-4
1/channel

1

1

1-2

1

2

2

1-2

3

3

3

1-3

1-8
2/channel

22 30ft(9m)

4444-0700-022-120-LTE
Leading and trailing edge

(ELV and TRIAC)

Down to
±0.1%

8" x 8" x 4"
(203 x 203 x 102mm)30 118ft(36m)

4450-0700-030-UNV-SD10
0-10V

ELDOLED SOLOdrive

Down to
±1%

5" x 4" x 3"
(127 x 102 x 76mm)

1
35 30ft(9m)

4443-0700-035-UNV-D2
Lutron Hi Lume® 1% EcoSystem™

(Soft-on, Fade to Black)

Down to
±15%

6" x 6" x 3"
(152 x 152 x 76mm)

1

1

40 30ft(9m)

4445-0700-040-120-LTE
Leading and trailing edge

(ELV and TRIAC)

Down to
±1%

8" x 8" x 4"
(203 x 203 x 102mm)

1
38 118ft(36m)

4450-0700-038-UNV-ED10
0-10V

ELDOLED ECOdrive

Down to
±0.1%

10" x 8" x 4"
(254 x 203 x 102mm)

1-3
1/channel100 118ft(36m)

4448-0700-100-UNV-SD10 (4 channels)
0-10V

ELDOLED SOLOdrive

120-277V

Down to
±15%

8" x 8" x 4"
(203 x 203 x 102mm)12 30ft(9m)Indoor Leading and trailing edge

(ELV and TRIAC)120V

Down to
±1%

5" x 4" x 3"
(127 x 102 x 76mm)14 30ft(9m)Indoor

4443-0700-014-120-D3
Lutron Hi Lume® 1% 2-wire
(120V forward phase only)120V

120-277V

Indoor Down to
±1%

5" x 4" x 3"
(127 x 102 x 76mm)26 30ft(9m)

4443-0700-026-120-D3
Lutron Hi Lume® 1% 2-wire
(120V forward phase only)120V

120V

Voltage

120-277V

120-277V

Indoor Down to
±1%

5" x 4" x 3"
(127 x 102 x 76mm)37 30ft(9m)

4443-0700-037-120-D3
Lutron Hi Lume® 1% 2-wire
(120V forward phase only)120V

120V

120-277V

120-277V

* Wattage requirement for one (1) fixture (Remote fixture only).
** Calculated for 16AWG cable. Contact customer service for longer remote distance.

WIRING DIAGRAMS
*Multiple luminaires must be connected in series (home run or fixture chain)

CH.1

CH.2

CH.3

CH.4
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